PROTECT ALL LIVE BRANCHES FROM

PRUNING. NO BRANCHES MAY BE

DISTURBED OR REMOVED WITHOUT

PRIOR WRITTEN APPROVAL FROM
B.

60" HIGH - SOLID WOOD
ENCLOSURE. ENCLOSE ENTIRE
TREE PIT (TYP EACH TREE PIT)

EXISTING TREE PIT

INSTALL TWO TREE PROTECTION
SIGNS PER TREE WITH ONE

FACING TOWARD PUBLIC
RIGHT-OF-WAY AND ONE FACING
AWAY FROM RIGHT-OF-WAY. SEE
TREE PROTECTION SIGNAGE
DETAIL #TP-4.

PAVED SURFACE MAINTAINED TO
PROTECT EXTENDED ROOTS
OUTSIDE FENCE
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FACE OF CURB
60" HIGH - SOLID WOOD ENCLOSURE.

ENCLOSE ENTIRE TREE PIT (TYP EACH
TREE PIT)

TREE IN PLANTING STRIP-OPTION 1

/— SIDEWALK EDGE
| 1

PLANTING STRIP

60" HIGH CHAIN LINK
FENCE PROTECTS
ENTIRE PLANTING STRIP

FACE OF CURB

TREE IN PLANTING STRIP-OPTION 2

NOTE:

DURING CURB REPLACEMENT, ROOTS WITHIN 8 INCHES OF DEPTH FROM
BOTTOM OF CURB SHALL BE CUT WITH A CLEAN, SHARP SAW. ROCTS
GREATER THAN 6 INCHES DEEP SHALL BE PRESERVED, UNLESS
SPECIFICALLY DIRECTED BY C.O.B.
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